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TIES FOR THIN-JOINT
BLOCKWORK
Hammer driven fixings for new build masonry construction and
warm roof applications.

The Staifix-Thor Helical TJ2 Tie hammers directly into aerated
concrete blocks. It is ideal for thin-joint blockwork and other
applications where the joints in the inner and outer leaves of
masonry are not aligned.

The TJ2 tie is suitable for housing and small commercial
developments. It meets the requirements of the NHBC, 
BS EN 845-1 and DD140 Part 2 as a type 2, 3 or 4 wall tie
depending on the block used.

• Quick and simple to install

• Manufactured from corrosion resistant
stainless steel

• No pre-drilling required in aircrete blocks

• No splitting or disturbance of blockwork

• Hammer through insulation without
affecting thermal properties

• Multiple drips prevent water transferring
to inner leaf

• Excellent mortar bond

STAIFIX STARTER TIE

This tie is quick and simple to install. It is suitable for use in
brickwork and blockwork of up to 3 storeys or 8 metres in
height and meets the technical requirements of the NHBC.
Supplied complete with an 8mm nylon wall plug, the Starter Tie
is fixed into the existing wall at an angle of 30° to the horizontal
and bent into the bed joints of the new brickwork. Ties should
be fixed at 225mm vertical centres and be central to each leaf of
the new wall.

85mm 70mm
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BUILDING FIXINGS
Truss Clips

Manufactured from 1mm thick hot dipped galvanised mild steel to
BS2989 grade G275 (z2) coating for timber to timber
applications. Avoids the damage caused by skew nailing to nail
plates and timber trusses, and also provides positive resistance
to wind forces acting on the roof.
It is recommended that 30 x 3.75mm square twisted galvanised
nails to be used in all holes provided. (See nail section for details).

Framing Anchors

Manufactured from 1mm thick hot dipped galvanised mild steel to
BS2989 grade G275 (z2) coating for timber to timber applications.

Ideal for simple trimming where structural forces have to be
transmitted such as trap hatches, chimney trimming, purlin fixings
or joining any two pieces of timber together.
Universal type for all applications.
It is recommended that 30 x 3.75mm square twisted galvanised
nails be used in all holes provided. (See nail section for details).

Restraint Straps
Manufactured from 30mm wide galvanised mild steel to BS2989
Grade G275 (z2) with 6mm pre-punched holes. Available in two
thicknesses;
5mm for horizontal restraint and 2.5mm for vertical restraint.
When ordering, please specify the overall length of the strap and then
specify the position of the bend or twist.
Stock produce ranges from 600 to 2000mm in increments of 100mm.

BUILDING FIXINGS
Girder Truss Shoes

Manufactured from 1mm thick hot dipped galvanised mild steel to
BS2989 grade G275 (z2) coating for truss to truss connections at
girders or truss beams.
Available in 38mm, 50mm, 63mm, 75mm and 100mm.
It is recommended that 30 x 3.75mm square twisted galvanised
nails be used in all holes provided.
(See nail section in this cataloge for details).

Multi-Purpose Strapping

Manufactured from hot dipped galvanised mild steel to BS2989
grade G275 (z2) coating and pre-punched to take up to 6mm
diameter nails, screws or bolts.

DESCRIPTION SIZE UNIT
38mm each

50mm each

DESCRIPTION SIZE UNIT
38mm each

50mm each

Other Sizes 
Available on Request

DESCRIPTION SIZE UNIT
Universal Type each

DESCRIPTION SIZE UNIT
20mm x 0.9mm x 10m each

25mm x 1.0mm x 15m each

TRUSS CLIP UNIVERSAL FRAMING ANCHOR GIRDER TRUSS SHOE
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Door Frame Cramps

Produced from 25 x 2.5mm galvanised mild steel, these ties
are ideal for fixing door and window frames to brick or
blockwork. One end is safe-ended for building in, and the
other has two holes in the 50mm upstand to accommodate
screws.
Available from stock in galvanised and also stainless steel,
and can be used with a debonding sleeve if required.
Sold in boxes of 250 in the following three sizes as standard,
although other sizes can be produced to special order: 
100 x 50mm, 150 x 50mm and 200 x 50mm.

Herringbone Joist Struts

Manufactured from 1mm thick hot dipped galvanised mild
steel to BS2989 grade G275 (z2) coating. Lightweight and
easy to fix through pre-drilled strut ends.
Available in boxes of 50 in three sizes:
Size (Joist Centres) 400mm, 450mm and 600mm.

Timber Connectors

Manufactured from 1mm thick hot dipped galvanised mild
steel to BS2989 grade G275 (z2) double sided with 12mm
bolt hole.
Boxes of 200.

Flexible Timber to Timber Hangers

Manufactured from 1mm thick hot dipped galvanised mild
steel to BS2989 grade G275 (z2) coating for timber to timber
applications. Used on stairwell trimmers, trap hatches etc.
The thickness allows for joists to be fixed without notching,
and leg sections can easily be bent on site to requirements.
Will suit joists up to 300mm and available in boxes of 100.
Also available with extra long legs and 1.5mm thickness for
heavy duty applications.

Mini Hangers

Manufactured from 1mm thick hot dipped galvanised mild
steel to BS2989 grade G275 (z2) coating for light duty timber
applications. Available to suit 38mm and 50mm timber.

DOOR FRAME CRAMPS HERRINGBONE JOIST STRUTS DOUBLE SIDED TIMBER CONNECTORS/
SQUARE PLATE WASHER

RESTRAINT STRAPS TIMBER TO TIMBER HANGERS MINI HANGERS

DESCRIPTION SIZE UNIT
Galvanised 100mm x 50mm per 100

Galvanised 150mm x 50mm per 100

Galvanised 200mm x 50mm per 100

Stainless Steel 100mm Projection per 100

Stainless Steel 150mm Projection per 100

Stainless Steel 200mm Projection per 100

Stainless Steel 250mm Projection per 100

DESCRIPTION SIZE UNIT
Joist Centres at:- 400mm each

Joist Centres at:- 450mm each

Joist Centres at:- 600mm each

DESCRIPTION SIZE UNIT
Mini Hangers  38mm each

Mini Hangers  50mm each

DESCRIPTION SIZE UNIT
Timber to Timber Hangers  38mm each

Timber to Timber Hangers 50mm each

Timber to Timber Hangers 63mm each

Timber to Timber Hangers 75mm each

Timber to Timber Hangers 100mm each
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DESCRIPTION SIZE UNIT
Galvanised 50mm dia per 100
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BUILDING FIXINGS
Heavy Duty Joist Hangers ‘S’ Type
Heavy duty joist hangers for timber to brick applications are
manufactured from 2.5mm thick mild steel and galvanised
after. Safe working loads depend upon the strength of the
supporting brick or blockwork. New masonry should be
allowed to mature before load is applied. It is recommended
that at least 450mm of masonry should be above the flange
of the hanger, and the backplate of the hanger should be flat
against the vertical masonry.
N.B. Actual depth of hanger will be 10mm less than stated
to allow the joist to be notched out.
Stock range as follows:
Joist depth: 100mm, 125mm, 150mm, 175mm, 200mm,
225mm and 250mm
Joist width: 38mm, 50mm, 75mm and 100mm
Type ‘R’ (Return type hangers)
Type ‘ST’ (Stirrup type hangers)
Type ‘FF’ (Face fix type hangers)
When ordering type ‘R’ or type ‘ST’ hangers, please specify
width of brick or blockwork to be straddled.
Other sizes of hangers can be manufactured to order, please
contact sales office for details.

Hip Irons

Manufactured from 3mm thick mild steel and galvanised after
manufacture.
Scroll ended and available in three sizes:
200mm, 250mm and 300mm.

Arris Rail Repair Brackets
Manufactured from 1mm thick hot dipped galvanised mild
steel to BS2989 grade G275 (z2) coating, 225mm and
300mm long.
Packed in bundles of 25.

Square Plate Washers

Manufactured from 3mm thick mild steel, self colour with
12mm bolt hole. Boxes of 250.
Also available in galvanised finish.

Copper Slate Straps

150mm x 12mm, packs of 200.

Galvanised Water Bar

Manufactured from 30mm x 5mm thick hot dipped
galvanised steel 1 metre lengths.

Nail Plates

Manufactured from hot dipped galvanised mild steel to
B52989, these nail plates provide an efficient method for
joining timber.

TYPE ‘S’ TYPE ‘FF’ TYPE ‘ST’ TYPE ‘R’

DESCRIPTION SIZE UNIT
Baby Hips 200mm each

Hip Irons 250mm each

Hip Irons  300mm each

DESCRIPTION SIZE UNIT
6” x 1/2” per 100

DESCRIPTION SIZE UNIT
1000mm x 30mm x 5mm length

DESCRIPTION SIZE UNIT
Galvanised 80mm x 150mm each

Galvanised 80mm x 250mm each

Galvanised  100mm x 150mm each

Galvanised 200mm x 80mm each

Other Sizes Available
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DESCRIPTION SIZE UNIT
50mm x 50mm per 1000
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DESCRIPTION SIZE
UNIT
Roundwire Bright 25mm x 2.0mm per box

Roundwire Bright 40mm x 2.65mm per box

Roundwire Bright 50mm x 2.65mm per box

Roundwire Bright 75mm x 3.75mm per box

Roundwire Bright 100mm x 4.5mm per box

Roundwire Bright 125mm x 5.6mm per box

Roundwire Bright 150mm x 6.00mm per box

Roundwire Galvanised 50mm x 2.65mm per box

Roundwire Galvanised 65mm x 3.35mm per box

Roundwire Galvanised 75mm x 3.75mm per box

Roundwire Galvanised 100mm x 4.0mm per box

Round Lost Head 40mm x 2.36mm per box

Round Lost Head 50mm x 3.00mm per box

Round Lost Head 65mm x 3.35mm per box

Round Lost Head 75mm x 3.75mm per box

Oval Brad Head 25mm per box

Oval Brad Head 40mm per box

Oval Brad Head 50mm per box

Oval Brad Head 65mm per box

Oval Brad Head 75mm per box

Oval Brad Head 100mm per box

Oval Brad Head 125mm per box

Oval Brad Head 150mm per box

Galvanised Clout 30mm x 2.65mm per box

Galvanised Clout 40mm x 2.65mm per box

Galvanised Clout 40mm x 3.35mm per box

Galvanised Clout 50mm x 2.65mm per box

Galvanised Clout 50mm x 3.35mm per box

Galvanised Clout 65mm x 3.75mm per box

Galvanised Clout 75mm x 3.75mm per box

Galvanised Clout 100mm x 4.5mm per box

Annular Ring Shank 20mm x 2.0mm per box

DESCRIPTION SIZE UNIT
Annular Ring Shank 25mm x 2.0mm per box

Annular Ring Shank 40mm x 2.65mm per box

Annular Ring Shank 50mm x 2.65mm per box

Annular Ring Shank 65mm x 3.35mm per box

Annular Ring Shank 75mm x 3.75mm per box

Galvanised Clout ELH 15mm x 3.0mm per box

Galvanised Clout ELH 20mm x 3.0mm per box

Galvanised Clout ELH 30mm x 3.0mm per box

Galvanised Clout ELH 40mm x 3.0mm per box

Annular Ring, Yellow
Passivated 30mm x 2.65mm per box

Annular Ring, Yellow
Passivated 40mm x 2.65mm per box

Annular Ring, Yellow
Passivated 50mm x 2.65mm per box

Galvanised Springhead 65mm x 3.35mm per box

Cut Floor Brads 50mm per box

Cut Floor Brads 65mm per box

Cut Floor Brads 75mm per box

Cut Floor Brads 100mm per box

Cut Clasp 50mm per box

Cut Clasp 65mm per box

Cut Clasp 75mm per box

Cut Clasp 100mm per box

Panel Pins 20mm x 1.6mm per box

Panel Pins 25mm x 1.6mm per box

Panel Pins  30mm x 1.6mm per box

Panel Pins 40mm x 1.6mm per box

Panel Pins 50mm x 2.0mm per box

Square Twist 
Galvanised 30mm x 3.75mm per box

Copper, Aluminium & Masonry Nails are available to order.

ROUNDWIRE PLAIN HEAD OVAL BRAD HEAD ANNULAR RING SHANK ROUND LOST HEAD

PANEL PIN ROUNDWIRE PLAIN HEAD GALV. SQUARE TWISTED GALVANISED GALVANISED CLOUT

GALV. CLOUT - EXTRA LARGE HEAD ANNULAR RING PLASTERBOARD CUT FLOOR BRAD CUT CLASP

33

Nails

Paul
Stamp



An extensive range of ventilation products for both the new
build and refurbishment markets. These products are
available from stock in varying colour choices to suit the
building scheme. Please see the ancillary section for clay
airbricks and cavity liners.

PLASTIC LOUVRES

HIT AND MISS VENTS

PLASTER VENTS C/W FLYSCREENS

CAVITY WEEP VENTS

TELESCOPIC CAVITY LINERS

TELESCOPIC UNDER FLOOR VENTS

COMBINATION AIRBRICKS

ROLL FORM EAVES VENT

OVER FACIA VENTS

CIRCULAR SOFFITS

CONTINUOUS SOFFIT STRIP

ROOF VENTILATORS

ventilation products



EXTERNAL & ROOF VENTILATORS
Continuous Soffit Vent Strip

Supplied in 2.4 metre lengths, this extruded UPVC product
provides 11,075mm2 per metre run of net eaves ventilation,
to meet the requirements of the building regulations F2 and
NHBC requirements.

Circular Soffit Vent (Push and Lock)

Suitable for ventilating new or old structures with quick and
easy installation via a 70mm diameter hole.
When fitting at 140mm centres, net eaves ventilation of
10,046mm2 per metre run is achieved.

Over Fascia Vent

Used in newbuild or refurbishment, where the fascia board is
fitted to the ends of the rafters creating a situation where
ventilation can only be achieved over the top of the board.
The vent is fixed to the top of the fascia board and the felt
then placed on top of the vent after being fixed to the rafters.

Roof Ventilator

Available in 400mm, 450mm and 600mm centres to provide
airflow into the flat roof space. When fixed between standard
trusses on both flanges, a 25mm channel is immediately
formed to give net ventilation per metre run of eaves of
13,500mm2 at 600mm centres (taken between trusses)

Roof Ventilator - 
Open Eaves (Cottage Style)
Available in 400mm, 450mm and 600mm centres to ensure
ventilation to open eaves construction via the slotted air inlet.
Fixed with the air inlet lapping over the external brickwork
giving net ventilation per metre run of eaves of 11,075mm2.

Roll Form Eaves Ventilator

Available in 6 metre long rolls giving a universal design for
truss centre. 400mm to 600mm or irregular spacing.
Provides free airflow of 10-25mm.

ventilation products

DESCRIPTION SIZE UNIT
Black, Brown or White 2.4m length

DESCRIPTION SIZE UNIT
White, Brown and Black 73mm diameter each

DESCRIPTION SIZE UNIT
Black or White 1000mm x 10mm airflow each

Black Only 500mm x 25mm airflow each

DESCRIPTION SIZE UNIT
900mm length

DESCRIPTION SIZE UNIT
Universal Centres 6m length

CONTINOUS SOFFIT VENT STRIP CIRCULAR SOFFIT VENT (PUSH & LOCK) OVER FASCIA VENT

ROOF VENTILATOR ROOF VENTILATOR - OPEN EAVES (COTTAGE) ROLL FORM EAVES VENTILATOR
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Combination Airbrick

Used in conjunction with the telescopic underfloor vent to
provide approximately 6600mm2 of free airflow (which
complies with the 1985 building regulations and the
recommendations of the NHBC) when spaced every 2.2
metres.
These 9”x 3” airbricks can be clipped together to obtain
required brickwork coursings.
Box quantity: 20

Telescopic Underfloor Vent

Used in conjunction with the combination airbrick to achieve
approximately 6600mm2 of free airflow (which complies with
the latest building regulations 1985 C4 and the
recommendations of the NHBC). Installed in normal
brickwork below the DPC and adjusted to three or four
courses as required, or it may be cut down to two courses.
Box quantity: As required

Vertical Extension Sleeve
Used in conjunction with the telescopic underfloor vent to
provide an extension between 5 and 9 brickwork courses.
Box quantity: As required

Cavity Wall Weep Vent
A preformed duct designed to replace a perpendicular
mortar joint and to allow water gathered by cavity trays and
DPCs to be discharged through the outer leaf and also to
provide ventilation.
To be installed at maximum 1 metre centres (ie. every fourth
perpendicular joint to comply with building regulations,
BS5628 part 3 and BS8215. When working to NHBC
standards, install at maximum 450mm centres (ie. every
other perpendicular joint).
Pack quantity: 10

ventilation products

DESCRIPTION SIZE UNIT
Terracotta, Buff, Brown and
Blue/Black 225mm  x 65mm each

DESCRIPTION SIZE UNIT
Black (use with combination
Airbrick) each

Underfloor Duct Adapter to 
100mm Pipe each

Vertical Extension Sleeve used 
in conjunction with the above each
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INTERNAL VENTILATORS
Plaster Ventilators
Traditional louvred fibrous plaster ventilators in three sizes,
with an integral fly screen.

Plastic Ventilators
Louvred plastic ventilators in three sizes, with an integral 
fly screen.

Plastic Hit and Miss Ventilators
Plastic ventilators in three sizes, with integral fly screen. Built
in switch enables ventilator to be shut when required.
Brass and Aluminium ventilators also available to order.

ventilation products

DESCRIPTION SIZE UNIT
Plaster (Box of 50) 
c/w Flyscreen 9” x 3” each

Plaster (Box of 25) 
c/w Flyscreen 9” x 6” each

Plaster (Box of 20) 
c/w Flyscreen 9” x 9” each

Plastic Hit and Miss 
(Box of 25) 9” x 3” each

Plastic Hit and Miss 
(Box of 25) 9” x 6” each

Plastic Hit and Miss 
(Box of 25) 9” x 9” each

Plastic Louvre (Box of 25) 9” x 3” each

Plastic Louvre (Box of 25) 9” x 6” each

Plastic Louvre (Box of 25) 9” x 9” each

PLASTIC VENTILATOR PLASTER VENTILATOR
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Principal Expanded Metal Lath coils are available in both
galvanised and stainless steel and in a range of sizes. Used
for the reinforcement of brick and block work, we also stock
Murfor ladder reinforcement and BXR - 1 crack control.
Polythene DPC is available in packs (see this section for
details) and both Polymeric DPC and insulated DPC are
also stocked.

EML COILS

MURFOR

BXR - 1 CRACK CONTROL

POLYMERIC DPC

POLYTHENE DPC

INSULATED DPC

brickwork products



EXPANDED METAL COILS

E.M.L. COILS

This material acts as a reinforcement for brick and blockwork
(stainless steel) and is suitable for partition slabs. It is easily
incorporated in the normal thickness of a sand and cement
bed. Manufactured from 26 gauge galvanised mild steel to
BS2989: 1982 Grade Z2 G275 and in widths from 63mm to
305mm, in standard coils of 20 metres although other width
and length combinations are available to special order. 
For extra protection against corrosion, the product is also
manufactured in stainless steel.

POLYTHENE DAMP PROOF COURSE
A heavy embossed polyethylene DPC manufactured to
BS6515, 500mu (2000 gge) thick in standard roll widths and
in following pack quantities:

brickwork products

DESCRIPTION SIZE UNIT
Galvanised 65mm 20m coil

Galvanised 115mm 20m coil

Galvanised  178mm 20m coil

Galvanised 229mm 20m coil

Galvanised 305mm 20m coil

Stainless Steel 65mm 20m coil

Stainless Steel 112mm 20m coil

Stainless Steel 178mm 20m coil

Stainless Steel 228mm 20m coil

Stainless Steel 300mm 20m coil

DESCRIPTION SIZE UNIT
Polythene DPC 
(9 Rolls Per Pack) 100mm x 30m roll

Polythene DPC 
(8 Rolls Per Pack) 112mm x 30m roll

Polythene DPC 
(6 Rolls Per Pack) 150mm x 30m roll

Polythene DPC 
(4 Rolls Per Pack) 225mm x 30m roll

Polythene DPC 
(3 Rolls Per Pack) 300mm x 30m roll

Polythene DPC 
(3 Rolls Per Pack) 337.5mm x 30m roll

Polythene DPC 
(2 Rolls Per Pack) 450mm x 30m roll

Polythene DPC 
(2 Rolls Per Pack) 600mm x 30m roll

Polythene DPC 
(1 Roll Per Pack) 900mm x 30m roll

Polythene DPC 
(1 Roll Per Pack) 1200mm x 30m roll

E.M.L. COILS DAMP PROOF COURSE
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POLYMERIC DAMP PROOF
COURSE
Technical Information:
Polymeric DPC is a black flexible sheet manufactured from a
mixture of ethylene propylene rubbers and polyester fibres
with a thickness of 1.2mm. This DPC is designed to remain
effective for the lifetime of the structure. The product is
compatible with all commonly used building materials
including mastics, hot applied bituminous damp proof
membranes, expanded polystyrene and other insulants.
Manufactured in a range of standard widths, roll length 20
metres.

Advantages:

• Complete system agrement certificated
• Does not contain pitch
• Will not age, harden or shrink
• Remains flexible at low temperature
• High flexural bond strength
• Compatible with bitumen
• Does not extrude under high compressive loads
• Retains its flexibility throughout its life
• Pre-formed cloaks available

INSULATED DPC
Technical Information:

Insulated DPC is a two component insulating DPC system. It
is designed to be used in jamb reveals, cills and thresholds
of windows and doors respectively, to provide a total solution
to the cold bridging problems associated with traditional
cavity construction.
The product consists of a polyethylene DPC to BS6515,
bonded to flame retardant polystyrene insulation.

brickwork products

INSULATED DPC
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DESCRIPTION UNIT
Insulated DPC 165mm wide 6 metre Roll
Insulated DPC 225mm wide 6 metre Roll
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DACATIE SUPAFIX CAVITY
CLOSERS
Supafix insulated cavity closers are the economical way to
achieve Building Regulations compliance when closing the
cavity around window and door openings in second-fix
installations when a frame former is not required.
The rigid PVCu profile encloses a core of CFC-free insulation
that forms a continuous insulated cavity closer, preventing
cold bridging, damp penetration and condensation. Supafix
can be used on all reveals or cavities and is suited to all
types of doors and windows.
Supafix cavity closers are primarily designed for second fix
applications. The profile is simply cut to lengths and push
fitted into the cavity after the window or door opening has
been made. First fix applications are possible using Supafix
ties which are bedded into the mortar.

They are available in a range of sizes to fit cavity widths from
50mm to 100mm, with sufficient design flexibility to tolerate
rogue cavity widths, so saving time and costs on site.
Supafix can be reversed for use in partially filled cavities and
can be supplied without a flange for use in check reveal
situations.

The problem of cold bridging
The problems of cold bridging are recognised in the
proposed amendments to Part L of the Building Regulations,
which recommends that an insulated cavity closer be used
to overcome the thermal loss that occurs in unprotected
cavities and reveals.

brickwork products

CAVITY CLOSURE
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Many of these products do not fall easily into a particular
classification and this section is therefore diverse in
content. Please contact the sales office for further details of
these products. 

PROTECTIVE WEAR

BUCKETS

LINE POSTS

AGGREGATE SACKS

MASTICS, SEALANTS

STONEWEAR

PIPE INSULATION

MORTAR ADMIX

FENCING AND CHICKEN WIRE

BUILDING PAPER

FENCE POST SOCKETS

DUST SHEETS

METER BOXES

ABRASIVE CUTTING AND GRINDING WHEELS

BALLOON GUARDS

ancilliary materials



PROTECTIVE WEAR
Work Gloves

BUCKETS

LINE POSTS

Galvanised Line Posts

2.4 metre galvanised line post with cross pin top and
supplied with socket for easy installation.
Also available with cross pin bottom.

AGGREGATE SACKS
1 Tonne Multi Trip & Single Trip
Crane off load re-usable multi trip bags with bottom
discharge spout. 6:1 certificated safety factor. Can be
printed with name and telephone number for a minimal fee.

Polythene Aggregate Bags
480 x 760mm 110mu Linear blend polythene aggregate
sacks, micro perforated clear virgin polymer. Ideal for hand
bagging or machine bagging 40kg weights.
Can be printed to customer’s requirements with logos etc at
minimal cost.

Rubble Bags
550 x 875mm 150mu co-extruded extra strength rubble
bags, ideal for economic disposal of general debris.

ancilliary materials

DESCRIPTION UNIT
Canadian Riggers Gloves,
Grey Split Leather pair

Canadian Riggers Gloves,
Hide Leather pair

Yellow Latex Coated Criss
Cross Gloves pair

Red PVC Coated Gloves pair

Safety Helmets, Universal
Fitting each

DESCRIPTION UNIT
Yellow 3 Gallon Heavy Duty
Buckets each

Black Builders Buckets each

Rubberised Gorilla Tubs each

Rubberised Black Buckets each

DESCRIPTION SIZE UNIT
Galvanised Line Post 
Complete with Socket 8’ each

Galvanised Line Post
Complete with Socket 10’ each

DESCRIPTION SIZE UNIT
485mmx780mm Clear
Polythene 110mu Thick 1000-5000 per 1000

Mis-Printed Aggregate
Sacks - Subject to availability per 1000

DESCRIPTION SIZE UNIT
1 Tonne Bags Multi Trip
6.1 Safety Factor each

1 Tonne Bags Flat Bottom
Single Trip 5:1 each
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STONEWARE PIPE INSULATION
Polyethylene Pipe Insulation

An extruded flexible sleeve manufactured by the use of
expanded polyethylene. 
Conforms to the requirements of BS6700 and BS5422:
1977.
Supplied in merchandiser cartons in 1 metre lengths.

ancilliary materials

DESCRIPTION SIZE
Square Hole Airbrick 215mm x 65mm
Square Hole Airbrick 215mm x 140mm
Square Hole Airbrick 215mm x 215mm
Louvre Airbrick 215mm x 65mm
Louvre Airbrick 215mm x 140mm
Louvre Airbrick 215mm x 215mm
Cavity Liner 215mm x 65mm
Cavity Liner 215mm x 140mm
Cavity Liner 215mm x 215mm
Stellgas Terminal 180mm spigot
Fluvent 180mm spigot
Bonnet Insert 180mm spigot
Mushroom Insert 180mm spigot
Milner Scored 
Fireback 400mm
Milner Scored
Fireback 450mm
Throat Restrictor 400mm
Throat Restrictor 450mm
Chimney Pot - 
Roll Top 300mm
Chimney Pot - 
Roll Top 375mm
Chimney Pot - 
Roll Top 450mm
Chimney Pot - 
Roll Top 600mm
Flue Liner 180mm x 300mm
Flue Liner 225mm x 300mm
Flue Liner Bend
22.5 degree 185mm 
Flue Liner Bend
37.5 degree 185mm
Flue Liner Bend
22.5 degree 225mm 
Flue Liner Bend
37.5 degree 225mm

DESCRIPTION SIZE UNIT
15mm Pipe x 13mm 
Wall - 1m Length 128m Per Carton Carton

22mm Pipe x 13mm 
Wall - 1m Length 90m Per Carton Carton

28mm Pipe x 13mm 
Wall - 1m Length 70m Per Carton Carton

AIRBRICK CAVITY LINER STELLGAS TERMINAL FLUVENT

BONNET INSERT FIREBACK ROLL TOP CHIMNEY POT MUSHROOM INSERT

FLUELINER ROUND FLUELINER BEND PIPE INSULATION
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MASTICS, SEALANTS &
CHEMICALS

Gripfill
High strength gap filling and panel adhesive, 350ml
cartridge, 12 per carton. One cartridge bonds at least one
8’x4’ panel.
Also used for skirting boards, stair nosings, architraves and a
wide range of building materials. (Not suitable for bonding
polystyrene).

Powerbond

Powerbond is a solvented rubber based resin formulated to
bond most common building materials together or onto various
substrates.
Powerbond is a one part adhesive, developing a high bond
strength on a wide range of materials such as Skirtings, Timber
Battens, Blockboard, Hardboards, Plywoods, Chipboard, Rigid
plastics, PVCu, Aluminium, Steel, Galvanised steel sheeting
either to themselves or to blockwork, brick, stone, cement
based renders or screeds, plaster, plasterboard insulation
boards.

Not suitable for use on polystyrene.

350ml cartridge unit each.

Pink Grip
A high strength adhesive which grabs and instantly holds
most building materials. Similar to Gripfill but bonds without
slippage.

General Purpose Silicone
Waterproof sealant with siliconised flexibility. Ideal for use
around baths, sinks and worktops, 310ml cartridge, 25 per
carton.
Available in white, clear and brown.

Acrylic Mastic

Gutter Sealant
Butyl rubber based joint sealing compound for joints up to
20mm wide and 15mm deep, 310ml cartridge, 12 per
carton.

Decorators Filler
Easy to apply acrylic based filler. Can be painted after curing.
310ml cartridge, 25 per carton. 
Available in white only.

Expanding Foam
Ozone friendly fast cure aerosol foam designed to fill, seal
and insulate most materials. 750ml container expands to
approximately 45 litres of foam. 12 per carton.

Opti-mix Concentrated Plasticiser
An easy mix concentrated formula with a controlled usage
measuring dispenser. Easy to use and store. 
A 1 litre bottle is equivalent to a 25 litre container of ordinary
plasticiser.

Accelerator & Frostproofer
A liquid additive formulated to accelerate hardening and
setting times of mortar, concrete and rendering to provide
frost protection during the setting period.
2.5 litre, and 5 litre.

Mortar Admix
An air entraining plasticiser that replaces lime in the mix to
provide a butter like consistancy to the mortar and to
prevent shrinkage, cracking and crazing during the setting
process.
5 litre and 25 litre.

Integral Waterproofer
A liquid additive that provides long term water protection to
mortar, concrete and rendering.
2.5 litre, 5 litre and 25 litre.

ancilliary materials

DESCRIPTION SIZE UNIT
Powerbond Gap Filling 
Adhesive (Carton of 12) 350ml each

Gripfill (Carton of 12) 353ml each

Pink Grip (Carton of 12) 353ml each

G.P Silicone (Carton of 25)
Clear, White or Brown 310ml each

Gutter Sealant (Carton of 25) 310ml each

Decorators Filler (Carton of 25) 310ml each

Expanding Foam 
(Carton of 25) 750ml each

Acrylic Mastic, 
White or Brown 310ml each

Waterseal 5 Litre each
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Waterseal
A high performance transparent water repellent specially
formulated to prevent water penetration on all mineral
substrates such as brick, stone, concrete, pebbledash and
rendering. 
Silicone based with no solvent content.
5 litre and 25 litre.

PVA Bond
PVA Bond is a multi-purpose bonding agent, primer, sealer
and cement, filler and plaster admixture that adheres to most
common building materials except rubber and PVC.
Ideal for priming unsound surfaces prior to plastering or
painting, as an adhesive for wood, cork, textiles and most
applications where one surface is porous. Used also for
general dust sealing on flaking paintwork and walls and as a
cement admixture.
2.5 litre, 5 litre and 25 litre.

Self Levelling Floor Compound
Cement based compound for levelling out uneven floors and
screeds prior to laying ceramic tiles, plastic tiles, lino, wood
block flooring and carpet.
20kg bag

FENCING & CHICKEN WIRE
Chicken Wire - Galvanised to B.S.1485

Barbed Wire
Barbed wire to BS443/4102. High tensile wire for strength
and permanent strain. Economical for general use.
Reverse twist, double strand - 200 metre reels & 15 metre
DIY reels.

Concertina Tape (Razor Barb)
A galvanised medium barb security tape for perimeter walls
where security is of most importance.
450mm Diameter (10 metre installed length)

FENCING & WELDMESH

Chain Link Fencing - 50mm mesh

BUILDING PAPER

Grade AIF Reinforced
Multi purpose, tough, waterproof membrane, sisal reinforced
for extra strength. Used for concrete curing and underlays,
barrier applications BS 1521:1972 Class AIF. 1 x 25 metre
roll.

Breather Type
Moisture resistant sheathing, exceeds BS4016:1972.1 x 100
metre roll.

ancilliary materials

DESCRIPTION SIZE UNIT
900mm x 50mm Mesh 50m roll

900mm x 25mm Mesh 50m roll

900mm x 13mm Mesh 50m roll

1200mm x 50mm Mesh 50m roll

1200mm x 25mm Mesh 50m roll

1200mm x 13mm Mesh 10m roll

600mm x 50mm Mesh 10m roll

600mm x 25mm Mesh 10m roll

600mm x 13mm Mesh 10m roll

1800mm x 25mm Mesh 10m roll

1800mm x 50mm Mesh 10m roll

DESCRIPTION SIZE UNIT
High Tensile Barbed Wire 200m roll

High Tensile Barbed Wire 15m roll

Heavy Pattern Galvanised
Barbed Wire 200m roll

Razor Barb 450mm Diameter 10m Installed roll

DESCRIPTION SIZE UNIT
Grade A1F Reinforced 1m x 25m roll

Grade 4016 Breather 1m x 100m roll

DESCRIPTION SIZE UNIT
Green PVC Coated
25m Rolls 900mm x 50mm Mesh 2.5/1.7mm

Green PVC Coated
25m Rolls 1200mm x 50mm Mesh 2.5/1.7mm

Green PVC Coated
25m Rolls 1800mm x 50mm Mesh 2.5/1.7mm
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FENCE POST SOCKETS
Drive In Post Support
600mm drive in post support to suit 75 x 75mm and 
100 x 100mm timber. Manufactured from epoxy coated
2.5mm mild steel, this product eliminates the need for
digging and provides a bolt system to hold the timber and
can therefore be used on undersized posts.

Bolt Down Post Support
For use in concreted or paved areas, to suit 75 x 75mm
timber.

DUST SHEETS (COTTON TWILL)
Excellent quality cotton twill dust sheets 9' x 12'  

ELECTRICITY BOXES
In white rigid polythene

GAS BOXES
In white rigid polythene including brackets.

ABRASIVE CUTTING & GRINDING
WHEELS

ancilliary materials

47

DESCRIPTION SIZE UNIT
Stone 100mm each

Stone 115mm each

Stone 125mm each

Stone 178mm each

Stone 230mm each

Stone 300mm each

Metal 100mm each

Metal 125mm each

Metal 115mm each

Metal 178mm each

Metal 230mm each

Metal 300mm each

General Purpose 
Diamond Blade 100mm each

General Purpose
Diamond Blade 225mm each

General Purpose
Diamond Blade 300mm each

Budget Diamond 
Cutting Blade 115mm each

Budget Diamond 
Cutting Blade 230mm each

Budget Diamond 
Cutting Blade 300mm each

Stone Grinding Disc 100mm each

Stone Grinding Disc 115mm each

Metal Grinding Disc 114mm each

DRIVE IN POST SUPPORT REPAIR SPURS BOLT DOWN POST SUPPORT ELECTRICITY METER BOX
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